Edge design

Cross section A-A

Section A-A L 40 mm mineral wool
[ glued to Troldtekt panel
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45 x 95 mm wooden battens per 600 mm

Modular dimensions (mm) : 600 x 1200

NS A DB

Panel width:
600 mm
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Panel length:
1200 mm
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\ Troldtekt

| structure screw for wood and steel

| 40 mm mineral wool

95

A glued to Troldtekt panel

NAME

Troldtekt ® line_Plus + Wooden battens, panel thickness: 35+40 mm

CONTENT

Cross section A-A |Troldtekt. =

SCALE

REV. NO.

129 |NIT- MCH DATE " 14.06-2021

Troldtekt_®_line_f_35+40mm_EN.dwg



Edge design

Section B-B

40 mm mineral wool
glued to Troldtekt panel
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Longitudinal section B-B

45 x 95 mm wooden battens per 600 mm

Modular dimensions (mm) : 600 x 1200

NS A DB

Panel width:
600 mm

D>

Panel length:
1200 mm

e
Troldtekt
structure screw for wood and steel

40 mm mineral wool
glued to Troldtekt panel

NAME Troldtekt_®_line;PILJs + wooden battens, panel thickness: 35+40 mm
CONTENT Longitudinal section B-B |Troldtekt. =
SCALE INIT. REV. NO. DATE

1:1

MCH

14-06-2021

Troldtekt_®_line_f_35+40mm_EN.dwg
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